VICTOR NM SERIES

Hybrid solar inverter
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5.0KW MPPT

120-500V
Wide PV Input
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wide battery

S80A MPPT input

ANTIDUST
KIT

NM-1200-12° NM-2200-24 = NM-3200-24  NM-320048 | NM-5200-48
RATEDPOWER ~ 1200VA/1200W 2200VA/2200W 3200VA/3200W 3200VA/3200W :5200VA/5200W
B . 230vAC
7| | Jom PN SRR 170~280VAC(For Personal Computers)
) ) ~ 90~280VAC(ForHome Appliances) _
S— H _ FrequencyRange  soMyeoHAutosensing
\&~ AC OUTPUT
AC Voltage Regulation S 230VAC+5%
P Surge Power 2400w sa00W 6400W 6400W 10400W
- il A Efficiency(Peak)PVtoINV o °o7%
_ | Efficiency(Peak)BatterytoINV. 04%
MY _/ TransferTime | 10ms (For Personal Computers)20 ms (For Home Appliances)
BATTERY & AC CHARGER
Viax.Efficiency 80AMPPT RS232/GPRS P21 Battery Voltage ~ 12vDC >avde i8vDC
98% WIF! I ftection Fioating Charge volisge L aaswpe © owoe savoc
® Pure sine wave solar inverter Overcharge Protection i1evDC 33voc 63vDC
* Output power factor 1.0 Maximum AC Charge Current g0 60A  B0A
o Wifi& GPRS available forIOS and android AR ATIARRER S S . .
Maximum PV Array Power I 2000w  3000W l 4000W I 4000W 5000W
¢ Buit-inB0AMPPT solar charger MPPTRange @ Operating Voltage 80~430VDC I 120~450vDC
® High PV input voltage range(120~500VDC) Maximum PV Array Open Circuit EOVDE ! VD
® Buit-in anti-dusk kit for harsh environment Voltage B N
e Smart battery charge design to optimize battery life Lkt Ch_ar_gingcu" e et e e i e e
B ; Maximum Efficiency | 98%
® Can meet the rich custom needs of customers PHYSICAL e
““*’**-*--««_‘;"mpatibe with lithium battery Dimension D*W*H(mm) 384 _3_3_6_1_6?3 ““““““““““““““
e Solarenergy is provided directly to the load first Net Weight(kgs) s A s
Communication interface =~ RS232/GPRS/WIFI
OPERATING ENVIRONMENT
Mumidity ~ 5%t095%Relative Humidity(Non~condensing)
Operating Temperature ~ 0C~55C
Storage Temperature -15°C~60°C




